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PRIOR TO COMMENCEMENT OF ANY WORK, A PRE—CONSTRUCTION
MEETING WILL BE HELD WITH THE CITY ENGINEER, CHIEF BUILDING
OFFICIAL, CITY INSPECTORS, THE CONTRACTOR, ALL SUBCONTRACTORS,
AND THE PROPERTY OWNER.

EXISTING UTILITIES HAVE BEEN NOTED TO THE BEST OF ENGINEERS KNOWLEDGE,
HOWEVER IT IS OWNERS AND CONTRACTORS RESPONSIBILITY TO LOCATE
UTILITIES IN FIELD AND NOTIFY ENGINEER OF RECORD, CITY ENGINEER, AND
CITY IF DISCREPANCIES EXIST PRIOR TO CONTINUING ANY CONSTRUCTION.
CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND LOCATION OF EXISTING
UTILITIES PRIOR TO CONSTRUCTION.

ALL EXISTING FENCING WITHIN THE PROPOSED BOUNDARY TO BE REMOVED.

NO FLOOD PLAINS OR WETLANDS INDICATED BY FEMA WITHIN SITE LIMITS.
CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND INVERT ELEVATIONS OF
EXISTING MANHOLES STRUCTURES AND OTHER UTILITIES BEFORE STAKING OR
CONSTRUCTING ANY NEW SANITARY SEWER, STORM DRAIN, OR OTHER UTILITY
LINES.

ALL CONSTRUCTION SHALL COMPLY TO STANDARDS TECHNICAL SPECIFICATIONS
AND DRAWINGS FOR THE CITY OF SARATOGA SPRINGS, UTAH. CONTRACTORS
RESPONSIBILITY TO LOCATE UTILITIES IN FIELD AND NOTIFY ENGINEER OR CITY
IF DISCREPANCIES EXIST.

POST—-ACCEPTANCE ALTERATIONS TO LIGHTING PLANS OR INTENDED
SUBSTITUTIONS FOR ACCEPTANCE LIGHTING EQUIPMENT SHAILL BE SUBMITTED TO
THE CITY FOR REVIEW AND ACCEPTANCE.

THE CITY RESERVES THE RIGHT TO CONDUCT POST-INSTALLATION INSPECTIONS
TO VERIFY COMPLIANCE WITH THE CITY'S REQUIREMENTS AND ACCEPTED
LIGHTING PLAN COMMITMENTS, AND IF DEEMED APPROPRIATE BY THE CITY, TO
REQUIRE REMEDIAL ACTION AT NO EXPENSE TO THE CITY.

ALL EXTERIOR LIGHTING SHALL MEET IESNA FULL-CUTOFF CRITERIA.
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LOT 611
ZONING oo RC
#OF LOTS woovvooooeeeeeeeeeeee 1LOT
DENSITY ..o 0.52 UNITS/ ACRE
% OF
ACRES | SQ. FT. EACH
Q TOTAL
TOTAL AREA 1.64 71,250 100
LOT AREA 1.31 57,074
TOTAL ROW AREA 0.33 14,176 20
PUBLIC ROW 0.00 0 0
PRIVATE ROW 0.33 14176 20
LEGEND IMPERVIOUS AREA 143 62,092 87
EXISTING [PROPOSED DETAILS
BOUNDARY LINE LANDSCAPE AREA 0.21 9158 13
STREET CENTERLINE
—_——— —|————- — | EASEMENT LINE BUILDING SQ. FT. 0.16 7,120
- LOT LINES
I B SEWER PIPE S8-1,8T-7, (2) 1,915 SQ. FT. RESTAURANT (1/1000
® ® SEWER MANHOLE SS-2, SS-2A, (*2) SF) 20
—o0  |4"SEWER SERVICE SS-3, (*5) ol
-~ -EX$D—— —[——sD STORM DRAIN PIPE (RCP) | SD-1, ST-7, (*2)
o © | STORM DRAINMANHOLE | 852, (2) 5,205 SQ. FT. RETAIL (4/1000 S.F.) 21
i CURB INLET SD-2
COMBO BOX SD-4 TOTAL PARKING REQUIRED 41
u Tl 4'x4' CATCH BASIN (2)
B i 3'x3' CATCH BASIN (*2)
o INLET/OUTLET W/ GRATE | SD-5 TOTAL ALLOWABLE STALLS 64
- X W —[—w CULINARY WATER PIPE DW-1, DW-2, DW-3,ST-7, (*2)
w 45° PIPE ELBOW (W) DW-2, DW-3, (*2) PARKING PROVIDED 80
L 22.5° PIPE ELBOW (W) DW-2, DW-3, (*2)
m 11.25° PIPE ELBOW (W) DW-2, DW-3, (*2)
@ e FIRE HYDRANT DW-4 REGULAR STALLS 76
@ 5 3/4" SERVICE & METER (W) |DW-5
PRV (W) DW-10A, DW-10B, DW-15 HANDICAP STALLS (ADA REQ'D) 4
L]
® AIR-VAC VALVE (W) DW-12, DW-15 LANDSCAPING
3 2" BLOW-OFF (W) DW-13A, DW-15
o] 2" TEMP. BLOW-OFF (W) DW-13B, DW-15 PLAT F OVERALL AREA 34.85 | 1,518,275
s ~ VALVE (W & SW) ¢1)(2)
- TEE DW-2, (*2) .
. CROSS DW.2. (2) LANDSCAPE AREA 7.65 333096 21.90%
- EXSW- — [ ——sw SECONDARY WATER PIPE | PI-1, PI-2, ST-7, (*2)
e 45° PIPE ELBOW (SW) PI-2, (*2)
e 22.5° PIPE ELBOW (SW) PI-2, (*2)
& |1125° PIPEELBOW SW)  |Pi2 (2) LEGEND EXISTING PROPOSED
—=>  |1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C EXISTING
—a |1-1/2" DUAL SW SERVICE | PI-3, PI-5B, PI-5C WATER METER w[m
—oo{ oo |SW SERVICE TO PARKS | PI-4
® AIR-VAC VALVE (SW) PI-8, PI-13 WATER  EXWw W
_c::%_ BACKFLOW PREVENTER | PI-11
3 2" BLOW-OFF (SW) PI-12A, PI-13 WATER VALVE = >«
o 2" TEMP. BLOW-OFF (SW) |PI-12B, PI-13
oo |30"C&G(COLLECTOR)  |ST-1,ST-2A FIRE HYDRANT (0) [ )
oo |=————[24"C&G (LOCAL) ST-1,ST-2C
ZzzzzZZ | 24" SHED C&G ST-1, ST-2F SEWER — BEXSS — —ss—
R | |SIPEWALK ST SEWER MANHOLE Q)
STOP SIGN ST-28 STORM DRAIN — EX-SD — ——sD——
_l _1 STREET SIGN ST-28
-] ° SURVEY MONUMENT ST-29 STORM DRAIN MANHOLE 0)
>———= | SPRINKLER CONDUIT ST-9, (*3) i
—|—— —|FENCE LS-14, LS-15, DET. 1 SH. D-4 STORM DRAIN CURB INLET (I
< < STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6 o C Expl -
Sed 3t  |STREETLIGHT COLLECTOR|LP-2, LP-2B, LP-2C, LP-5, LP-6
————— DITCH
— —exFo—— FIBER OPTIC FENCE
— —EX-GAS— — GAS
— —EX-OHP— —|—OHP OVERHEAD POWER FLOW CURB & GUTTER VFz77z77774
FLOW ARROW
CONTOURS SENSITIVE LANDS AREA |:|
e e o —[100 YEAR FLOOD ROUTE NEW CONCRETE AR
meeesss = = s MATCH LINE
STREET MONUMENT FLOW ARROW E—
DRIVE APPROACH ST-4 LIGHT POLE i L]
ﬂ ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E -
7\ WPI ENTERPRISES INC. LEI CONSULTING ENGINEERS
5455 WEST 11000 NORTH SUITE 202 3302 NORTH MAIN
_ —_—
g‘a‘;”:‘g’;‘%gg 84003 SPANISH FORK, UTAH 84660
—— — |TRAL ST-15A, ST-34, (4) (801)798-0555

(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE
VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES

(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL

(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES

(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS

(*5) SEWER SERVICE MINIMUM SLOPE 2%

CITY CONTACT INFO

SARATOGA SPRINGS

1307 N. COMMERCE DR.
SARATOGA SPRINGS, UT. 84045
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PROJECT NAME

SARATOGA SPRINGS PROFESSIONAL

BUILDING LLC.

LEI PROJECT #:
2014-1089
DRAWN BY:
BJP
DESIGNED BY:
DAF
SCALE:
1"=20'
DATE:

3/03/2023

SHEET

COVER




3/3/2023 10:42 AM

U: \LAND DESKTOP PROJECTS\2014\14—1089 SARATOGA MENDENHALL\DWG\SITE PLANS\14—1089 SS COMMERCIAL PLAT F 611.DWG

10.

11.

12.

GENERAL NOTES

ALL IMPROVEMENTS SHALL BE CONSTRUCTED AND INSPECTED IN STRICT ACCORDANCE WITH ALL JURISDICTIONAL
AUTHORITIES.

. CONTRACTOR SHALL COMPLY WITH THE STANDARDS INDICATED WITHIN THE CONSTRUCTION DOCUMENTS. THE

CONTRACTOR SHALL NOTIFY ALL AGENCIES, OWNERS, ENGINEERS, AND UTILITY COMPANIES FIVE DAYS PRIOR TO A
PRE-CONSTRUCTION MEETING.

IT IS INTENDED THAT THESE PLANS AND SPECIFICATIONS REQUIRE ALL LABOR AND MATERIALS NECESSARY AND
PROPER FOR THE WORK CONTEMPLATED AND THAT THE WORK BE COMPLETED IN ACCORDANCE WITH THEIR TRUE
INTENT AND PURPOSE. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY REGARDING ANY DISCREPANCIES
OR AMBIGUITIES WHICH MAY EXIST IN THE PLANS OR SPECIFICATIONS. THE ENGINEER'S INTERPRETATION THEREOF
SHALL BE CONCLUSIVE.

WHERE THE PLANS OR SPECIFICATIONS DESCRIBE PORTIONS OF THE WORK IN GENERAL TERMS BUT NOT IN COMPLETE
DETAIL, IT IS UNDERSTOOD THAT ONLY THE BEST GENERAL PRACTICE IS TO PREVAIL AND THAT ONLY MATERIALS AND
WORKMANSHIP OF THE FIRST QUALITY ARE TO BE USED.

CONTRACTOR SHALL INSPECT THE SITE OF THE WORK PRIOR TO BIDDING TO SATISFY THEMSELVES BY PERSONAL
EXAMINATION OR BY SUCH OTHER MEANS AS THEY MAY PREFER, OF THE LOCATION OF THE PROPOSED WORK, AND OF
THE ACTUAL CONDITIONS OF, AND AT, THE SITE OF WORK. IF, DURING THE COURSE OF THEIR EXAMINATION, A BIDDER
FINDS FACTS OR CONDITIONS WHICH APPEAR TO THEM TO BE IN CONFLICT WITH THE LETTER OR SPIRIT OF THE
PROJECT PLANS AND SPECIFICATIONS, THEY SHALL CONTACT THE ENGINEER FOR ADDITIONAL INFORMATION AND
EXPLANATION BEFORE SUBMITTING THEIR BID. SUBMISSION OF A BID BY THE CONTRACTOR SHALL CONSTITUTE
ACKNOWLEDGMENT THAT, IF AWARDED THE CONTRACT, (1) THEY HAVE RELIED AND ARE RELYING ON THEIR OWN
EXAMINATION OF THE SITE OF THE WORK, (2) ACCESS TO THE SITE, AND (3) ALL OTHER DATA AND MATTERS REQUISITE
TO THE FULFILLMENT OF THE WORK AND ON THEIR OWN KNOWLEDGE OF EXISTING FACILITIES ON AND IN THE VICINITY
OF THE SITE OF THE WORK TO BE CONSTRUCTED UNDER THIS CONTRACT. THE INFORMATION PROVIDED BY THE OWNER
OR THE ENGINEER IS NOT INTENDED TO BE A SUBSTITUTE FOR, OR A SUPPLEMENT TO THE INDEPENDENT VERIFICATION
BY THE CONTRACTOR TO THE EXTENT SUCH INDEPENDENT INVESTIGATION OF SITE CONDITIONS IS DEEMED
NECESSARY OR DESIRABLE BY THE CONTRACTOR. CONTRACTOR SHALL ACKNOWLEDGE THAT THEY HAVE NOT RELIED
SOLELY UPON OWNER OR ENGINEER FURNISHED INFORMATION REGARDING SITE CONDITIONS IN PREPARING AND
SUBMITTING THEIR BID.

NO ALLOWANCE WILL BE MADE FOR DISCREPANCIES OR OMISSIONS THAT CAN BE EASILY OBSERVED. VERIFY ALL
EXISTING CONDITIONS BEFORE BIDDING AND ANSWER ANY QUESTIONS BEFORE CONSTRUCTION.

ALL TRAFFIC CONTROL IS TO CONFORM TO THE CURRENT MUTCD AND UDOT STANDARDS. FOR ALL WORK WITHIN
PUBLIC RIGHTS-OF-WAYS OR EASEMENTS, THE CONTRACTOR SHALL PRESERVE THE INTEGRITY AND LOCATION OF ANY
AND ALL PUBLIC UTILITIES AND PROVIDE THE NECESSARY CONSTRUCTION TRAFFIC CONTROL. CONTRACTOR SHALL,
THROUGH THE ENCROACHMENT PERMIT PROCESS, VERIFY WITH THE NECESSARY REGULATORY AGENCIES, THE NEED
FOR ANY TRAFFIC ROUTING PLAN. IF PLAN IS REQUIRED, CONTRACTOR SHALL PROVIDE PLAN AND RECEIVE PROPER
APPROVALS PRIOR TO BEGINNING CONSTRUCTION. THE CONTRACTOR SHALL PROVIDE ALL LIGHTS, BARRICADES,
SIGNS, FLAGMEN OR OTHER DEVICES NECESSARY FOR PUBLIC SAFETY.

THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY FIELD CHANGES MADE WITHOUT PRIOR WRITTEN
AUTHORIZATION FROM THE OWNER AND/OR ENGINEER.

CONTRACTOR TO VERIFY EXISTING CONDITIONS, TIE IN POINTS, UTILITY CONNECTIONS, ETC. PRIOR TO CONSTRUCTION
AND NOTIFY ENGINEER OF ANY DISCREPANCIES.

THE CONTRACTOR SHALL EXERCISE DUE CAUTION AND SHALL CAREFULLY PRESERVE BENCHMARKS, CONTROL POINTS,
SECTION CORNERS, REFERENCE POINTS AND ALL SURVEY STAKES, AND SHALL BEAR ALL EXPENSES FOR
REPLACEMENT AND/OR ERRORS CAUSED BY UNNECESSARY LOSS OR DISTURBANCE.

CONTRACTOR TO FURNISH, MAINTAIN, AND RESTORE ALL SURVEY MONUMENTS AND MONUMENT REFERENCE MARKERS
WITHIN THE PROJECT SITE. CONTRACTOR TO CONTACT THE CITY OR COUNTY SURVEYOR FOR MONUMENT PERMITTING,
LOCATIONS AND CONSTRUCTION DETAILS.

ALL EXISTING ASPHALT WILL BE SAW CUT IN NEAT STRAIGHT LINES BY THE CONTRACTOR PRIOR TO EXCAVATION.

GENERAL CLEARING AND GRADING NOTES

CLEARING, GRUBBING AND DISPOSAL OF VEGETATIVE MATERIAL NEEDS TO BE IN ACCORDANCE WITH STATE AND
COUNTY REGULATIONS, WHICH APPLY TO SOLID WASTE.

. THE EXISTING TOPOGRAPHY SHOWN ON THESE PLANS IS BASED ON DRAWINGS AND A TOPOGRAPHIC SURVEY

PERFORMED BY LEI ENGINEERS (UNLESS OTHERWISE NOTED). IF THE EXISTING GRADE IS DIFFERENT FROM WHAT IS
SHOWN ON THE GRADING PLAN, CONTRACTOR TO NOTIFY ENGINEER IMMEDIATELY.
ALL EARTH WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE GEOTECHNICAL ENGINEER'S REPORT.

4. WHEN USING ELECTRONIC FILES OF MASS GRADING SITES PREPARED BY LEI THE CONTRACTOR MUST USE THE DIGITAL

TERRAIN MODEL CREATED BY AUTODESK CIVIL 3D AND NOT A REPRODUCTION OF PROPOSED CONTOURS. LEI IS NOT
RESPONSIBLE FOR ANY INACCURACIES, ERRORS AND/OR DISCREPANCIES DUE TO CONVERSION OR USE OF
ELECTRONIC FILES.

NO CHANGE IN DESIGN LOCATION OR GRADE WILL BE MADE BY THE CONTRACTOR WITHOUT THE WRITTEN APPROVAL
OF THE PROJECT ENGINEER.

EROSION CONTROL - A STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IS REQUIRED IN ACCORDANCE WITH THE
UTAH POLLUTANT DISCHARGE ELIMINATION SYSTEM (UPDES) PERMIT FOR CONSTRUCTION, OUTLINING HOW EROSION
AND SILTATION WILL BE CONTROLLED. CONTRACTOR IS RESPONSIBLE FOR OBTAINING AND MAINTAINING THE
APPROPRIATE PERMITS AND INSPECTIONS. A COPY OF THE PLAN MUST BE ON SITE AT ALL TIMES. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR IMPLEMENTING THE PLAN AND INSTALLING AND MAINTAINING THE EROSION CONTROL
FACILITIES WITH EACH PHASE OF WORK. SHOULD SILT LEAVE THE SITE OR EROSION OCCURS, IT WILL BE THE
CONTRACTORS RESPONSIBILITY TO TAKE CORRECTIVE ACTION AND REPAIR ANY DAMAGE CAUSED BY THE SILT OR
EROSION IMMEDIATELY. ALL COSTS ASSOCIATED WITH THE MODIFICATION AND APPROVAL OF THE PLAN WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

GENERAL UTILITY NOTES

CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING BLUE STAKES FOR MARKINGS TO VERIFY ALL EXISTING UTILITIES.
CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGES TO EXISTING UTILITIES AND FOR ALL INTERRUPTIONS CAUSED BY
THE RESULTS OF HIS WORK.

THE LOCATIONS OF UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE BASED ON FIELD SURVEYS AND LOCAL
UTILITY COMPANY RECORDS. IT SHALL BE THE CONTRACTORS FULL RESPONSIBILITY TO CONTACT THE VARIOUS UTILITY
COMPANIES TO LOCATE THEIR FACILITIES PRIOR TO PROCEEDING WITH CONSTRUCTION. NO ADDITIONAL
COMPENSATION SHALL BE PAID TO THE CONTRACTOR FOR DAMAGE AND REPAIR TO THESE FACILITIES CAUSED BY
CONTRACTORS WORK FORCE.

START AT THE LOW END OF ALL GRAVITY FEED LINES AND WORK UPHILL. DO NOT DRY START GRAVITY FEED LINES THAT
TIE INTO EXISTING GRAVITY LINES. FAILURE TO COMPLY WITH THIS NOTE SHALL RELEASE THE CIVIL ENGINEER OF ALL
LIABILITY.

CONTRACTOR SHALL LAYOUT AND POTHOLE FOR ALL POTENTIAL CONFLICTS WITH UTILITY LINES ON OR OFF-SITE AS
REQUIRED PRIOR TO ANY CONSTRUCTION.

ANY POWER, NATURAL GAS, AND COMMUNICATIONS UTILITIES SHOWN ON THE PLANS ARE FOR REFERENCE PURPOSES
ONLY AND ARE NOT DESIGN DRAWINGS FOR THE RELOCATION OR REMOVAL OF EXISTING UTILITIES, NOR FOR ANY NEW
UTILITY SERVICES. CONTRACTOR TO SUBMIT SITE PLAN TO APPROPRIATE UTILITY PROVIDER FOR DESIGN OF SERVICE
CONNECTIONS.

ALL DIMENSIONS, GRADES AND UTILITY DESIGNS SHOWN ON THE PLANS SHALL BE VERIFIED BY THE CONTRACTOR
PRIOR TO CONSTRUCTION. NOTIFY THE ENGINEER IF ANY DISCREPANCIES EXISTS PRIOR TO CONSTRUCTION FOR
NECESSARY PLAN OR GRADE CHANGES.

ALL EXISTING MANHOLES, WATER VALVES, CLEAN OUTS, ETC., ARE TO BE RAISED OR LOWERED TO GRADE.

8. THE DRY START OF ANY UTILITY WITHOUT DIRECT CONNECTION TO EXISTING UTILITY INFRASTRUCTURE IS HIGHLY

10.

1.

12.

13.

DISCOURAGED UNLESS DIRECTED OTHERWISE BY THE OWNER/DEVELOPER. LEI IS NOT RESPONSIBLE FOR ANY ISSUES
OR CHANGES RESULTING FROM SUCH CONSTRUCTION METHODS.

NO CHANGE IN DESIGN LOCATION OR GRADE WILL BE MADE BY THE CONTRACTOR WITHOUT THE WRITTEN APPROVAL OF
THE PROJECT ENGINEER AND AT THE SOLE RISK OF THE CONTRACTOR UNLESS DIRECTED OTHERWISE BY THE
OWNER/DEVELOPER.

CONTRACTOR IS RESPONSIBLE TO REMOVE, SALVAGE, AND REPLACE FENCE LINES WHICH ARE DISTURBED DURING
CONSTRUCTION.

SANITARY SEWER TO BE INSTALLED A MINIMUM OF 10 FEET HORIZONTALLY AND 18 INCHES VERTICALLY FROM ALL
WATER LINES.

ALL PIPE LENGTHS SHOWN ON PLANS ARE FROM CENTER OF STRUCTURE TO CENTER OF STRUCTURE UNLESS NOTED
OTHERWISE.

UTILITY LATERAL TO BE INSTALLED PER CITY STANDARD LOCATION UNLESS OTHERWISE NOTED.

ELECTRONIC FILE NOTES

THE HARD COPIES OF THIS INFORMATION WILL GOVERN OVER THE ELECTRONIC DATA IN THE EVENT ANY
DISCREPANCIES ARE FOUND WITH THE INFORMATION. PLEASE CONTACT LEI BEFORE CONSTRUCTION IF ANY
DISCREPANCIES ARE FOUND.

THE INFORMATION RECORDED ON OR TRANSMITTED AS ELECTRONIC MEDIA WAS CREATED USING AUTODESK CIVIL 3D
2020 SOFTWARE. THEREFORE, THE INFORMATION IS SUBJECT TO UNDETECTABLE ALTERATION, EITHER INTENTIONAL OR
UNINTENTIONAL DUE TO, AMONG OTHER CAUSES, TRANSMISSION, CONVERSION, MEDIA DEGRADATION, SOFTWARE
ERROR, OR HUMAN ALTERATION.
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- f f e L 45° PIPE ELBOW (SW) Pl-2, (*2)
EX STUB 6" CULINARY ) . .
EX-W EX-W - EX-W | et 22.5° PIPE ELBOW (SW) PI-2, (*2)
1 FOR FUTURE FIRE LINE | / | A 11.25° PIPE ELBOW (SW) | PI-2, (*2)
Ex=PI ‘ Ex=PI / | — 1" SINGLE SW SERVICE PI-3, PI-5A, PI-5C
| ’ / | —a |1-1/2" DUAL SW SERVICE | PI-3, PI-5B, PI-5C
| —of Joo | SW SERVICE TO PARKS Pl-4
\ | // / ® AIR-VAC VALVE (SW) PI-8, PI-13
=1 |BACKFLOW PREVENTER | PI-11
| / / s 2" BLOW-OFF (SW) PI-12A, PI-13
| / / o 2" TEMP. BLOW-OFF (SW) | PI-12B, PI-13
\ / / —CCCZ-|=———""|30"C&G (COLLECTOR) ST-1, ST-2A
\ | / oo |————[24"C&G (LOCAL) ST-1, ST-2C REVISIONS
| / / zZzzzzzZ | 24" SHED C&G ST-1, ST-2F 1 -
T | | SIDEWALK ST-1
| ‘ / — 4 )
\ \ / STOP SIGN ST-28 2 -
\ \ / _J _l STREET SIGN ST-28
\ | \ / e 'y SURVEY MONUMENT ST-29
SPRINKLER CONDUIT ST-9, (*3) 3 -
\ \ | / - |—— —|FENCE LS-14, LS-15, DET. 1 SH. D-4
| | \ \ / o < STREET LIGHT LOCAL LP-1, LP-1B, LP-1C, LP-4, LP-6 .
| I | | / It X  |STREETLIGHT COLLECTOR|LP-2, LP-2B, LP-2C, LP-5, LP-6 4
| | | / i @ POWER POLE )
| \ / | DITCH 5
| | 1 \ / /|- —exro—— FIBER OPTIC
| %‘ \ \ / |-—exeas——| GAS
| 5 I | \ | /| -—exowp——|—one OVERHEAD POWER e
o | — —— |FLOW ARROW :
| " | ! \ // // CONTOURS 2014-1089
| 2| / \ ] / S -{100 YEAR FLOOD ROUTE SRAWNBY:
| i / ) oeeeees = = s MATCH LINE
| | / / / / ® STREET MONUMENT BJP
| | / / / / DESIGNED BY:
I | / / | f DRIVE APPROACH ST-4 DAF
] /
/\ SCALE:
O% ADA RAMP ST-5A, ST-5B, ST-5C, ST-5E 1"=20
RN DATE:
e 3/03/2023
— _ |TRAL ST-15A, ST-34, (*4) SHEET
(*1)CULINARY & SECONDARY WATER LINES LESS THAN 12" TO BE GATE
VALVES, LINES 12" & LARGER REQUIRE BUTTERFLY VALVES
(*2)SEE PLAN & PROFILE FOR SIZE & MATERIAL
(*3)SEE LANDSCAPE DESIGN FOR NUMBER OF CONDUITS & SIZES
(*4)SEE PLAN & PROFILE FOR WIDTH & DESIGN MATERIALS
(*5) SEWER SERVICE MINIMUM SLOPE 2%
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